=:suJ^wciicv - i^ucameai. oioiiogra.pay ana .'^dscuci -i^age i or 


MANUFACTURE OF PLATE BAS^ FOR CLAD-TYPE LEAD 
ACIDBATTERY 

Patent Number: JP57130377 

Publication date: 1982-08-12 

lnventor(s): TATENO MINORU; others: 01 

Applicant(s): FURUKAWA DENCHI KK 

Requested Patent: D jpsj^mm 

Application Number: JPl 9810015007 19810205 

Priority Number{s): 

IPC Classification: HOI M4/82; H01 M4/75 

EC Classification: 

Equivalents: 


Abstract 


PURPOSE:To increase the life of a battery by making lead or a lead alloy into a plural number of 
extruded bars by means of a die. immersing ends of the said extrude bars in a molten bath of lead 
or a lead alloy, and cooling the molten bath so as to make a unified block before the block is cut. 
CONSTITUTION:A material 2 made of lead or a lead alloy is inserted into a container 1 used as an 
extmde, and Is extruded from a die 4 having plural holes by a pressure (p) of a ram 3 so as to 
make a plural number of bar-like extmded materials 5. Here, the materials 5 are an-anged for 
example, in circular form like the holes of the die 4. Next, ends of the materials 5 are immersed in a 
molten bath 9 of lead or a lead alloy contained in a mold 8, and the molten bath 9 is cooled so as to 
form a unified block of the materials 5 and the cooled molten bath 9. After that, the materials 5 of 
the block are cut into given length, and the block is divided so that each divided block has a given 
number of mafenais 5. thus a dad-type plate base is obtained. Consequently, the materials 5 can 
be used as exellent core metals, and a plate base which has long life and is used for a dad-tvo- 
battery can be obtained. . /k- 
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